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HSM-600 can paired with ALT-600 to increase automation
With ALT-600 Aligning Machine, the finished food
can be arranged on trays automatically.

HSM-600

Automatic Shumai Machine

Filling / 
Forming

Extended
Application

Preparation Cooking

Let ANKO create a shumai production solution for you.

ANKO provides not only all kind of shumai making machines, ranging 
from shumai wrapper pressing and shumai forming to aligning and 
packing, but also recipe adjustment suggestions and services of various 
foods. All your needs can be satisfied from here. ANKO is your 
one-stop source, offering the best custom-made solution.

Find shumai production planning proposal and equipment
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Decorate
with Granules

Suitable for
shrimp dices

Decorate
with paste

WITH FLEXIBILITY TO MAKE UNIQUE SHUMAI

From wrapper making to forming, one machine, 

three steps, shumai can be mass-produced.

Feed dough, feed filling, and put the button to start the 

automatic production. One machine does shumai dough 

belt making, sheeting, cutting, filling, and forming, and the 

final shumai is pushed on the conveyor to facilitate package. 

DECORATION

FOOD DIMENSIONS

Garnishing set and granule feeding set are optional for decorating your shumai.

FILLING

Suitable for a wide range of filling, such as fish paste and ground meats, or with 
vegetable dices, meat dices, shrimp dices, or other larger ingredients.

Size of Pastry

BA

Top View Side View Top View Side View

DC
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Diameter 25 mm 35 mm

Height 25–30 mm 25–30 mm

Thickness of Pastry 0.3–0.5 mm 0.3–0.5 mm

Weight 14–16 g

30 mm

25–30 mm

0.3–0.5 mm

19–21 g

32 mm

25–30 mm

0.3–0.5 mm

20–24 g 24–30 g

B / C B / D C / D C / D60 X 60 cm

A / B B / C B / C B / C65 X 65 cm

A A / B A / B B70 X 70 cm

Specifications

Product weight: 

14–30 g/pc

Type: Double line
Dimensions: 1,450 (L) x 1,100 (W) x 2,200 (H) mm
Power: 3.3 kW
Weight (net): 750 kg
Optional accessories: CE kit

*  Production capacity is for reference only. It’ll change according to
 different product specifications and recipes. Specifications are
 subject to change without notice.

• Uniform size and consistent quality. 

• Equipped with a sensor to automatically stop filling.

• Easy to disassemble, maintain and clean.

• Safe and hygienic design.

Watch Video


